
LS1250-B

Akkumulátorok Ten Pao International Ltd. - Model: Típus, 
Bevitel 100-240V AC 50/60Hz 150mA, Eredmény 6VDC 450mA (EU plug).

Akku Kézibeszélő: NI-MH PACK x1, 2.4V, 750mAh
Ajtócsengő:  ALKALINE CELL, AAx2, 1.5V; 2800mAh

Csúsztassa leA jelölt helyen fúrja 
be a tiplifuratot vagy 
ha akasztófület 
használ, azt 
kalapáccsal rögzítse

Tiplik

Kézibeszélőn

 MENÜ ->  → p/q → Nuostatos 

 KIVÁL. → p/q → Kapucs. beá. 

 KIVÁL. → /DOORBELL.

Hatótávon belül:  
Kijelzés a kézibeszélőn .

1.

2.

3.

•

A fali keret furatait 
használva cerzával jelölje 
meg a falon a helyet

Helyezze bele a 
csavarokat

5   Helyezze be az ajtókamera/csengő  
     akkumulátort

6   Keressen megfelelő helyet az ajtókamera/csengő  
     számára

7   Ellenőrizze az ajtókamera/csengő  
     elhelyezését

8   Állítsa be az ajtókamera látószögét

9   Szerelje az ajtókamerát/csengőt a falra

1 2 3 4 5

Húzza meg a 
csavarokat

LCD nyelv
 MENÜ → p/q → Beáll. 

 KIVÁL. → p/q → LCD nyelv 

 KIVÁL. → p/q → KIVÁL.

Dát/idő beáll
 MENÜ → p/q → Dát/idő beáll

 KIVÁL. →  (0-9) → BEÁLL.    → (0-9) 
→ BEÁLL.

Csengőhang
 MENÜ → p/q → Csengők 

 KIVÁL. → p/q → Csengőhang

 KIVÁL. → p/q → KIVÁL.

Csengőhange.
 MENÜ → p/q → Csengők 

 KIVÁL. → Csengőhange.

 KIVÁL. → p/q → BEÁLL.

 
 
 
 
 
 
 
 
 
 
 

1.

2.

3.

1.

2.

1.

2.

3.

1.

2.

3.

Gomb hangok
 MENÜ → p/q → Beáll. 

 KIVÁL. → p/q → Gomb hangok

 KIVÁL. → p/q → KIVÁL.

Hívásátir.
 MENÜ → p/q → Nuostatos 

 KIVÁL. → p/q → Hívásátir. 

 KIVÁL. → p/q → Be / Ki → BEÁLL. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1.

2.

3.

1.

2.

3.

Fényképnapló
 MENÜ → p/q → Fényképnapló  
→    KIVÁL.

Könyvtár
 

-VAGY- 
 MENÜ  → Könyvtár → KIVÁL.

Hívásaz. napl.
 

-VAGY- 
 MENÜ → p/q → Hívásaz. napl.  
→ KIVÁL.

ÚJRATÁRCS.

1.

1.

1.

1.

Jóváhagyás és gyártásmegfelelőség
Ez az analóg DECT telefon megfelel a rádióberendezésekről és a távközlő végberendezésekről szóló 1999/5/EK irányelvben foglalt alapvető 
követelményeknek és csatlakoztatásra, valamint üzemeltetésre alkalmas az alapállomáson és/vagy a csomagoláson feltüntetett tagállamokban.
A megfelelőségi nyilatkozat megtekinthető a www.euphones.vtech.com weboldalon.
A CE-jelölés megerősíti, hogy a telefon megfelel a fent említett irányelvnek. 

Rövid kezelési 
útmutató
1   Csatlakoztassa a bázist

MAGYAR

Vevőszolgálat telefon Infolinia vagy wyslać e-mail.  
Pełna wersja instrukcji obsługi jest dostepna pod adresem:   
www.euphones.vtech.com.                         

2   Helyezze be az  
     akkumulátorokat

3   Töltse fel az  
     akkumulátorokat

4   Beállítások

Nyomja

Nyomja

a fali 
aljzathoz

a fali telefonvonal 
csatlakozóhoz

View
Right

Angle
Adjustment

View
Left

CAUTION

View
Right

Angle
Adjustment

View
Left

CAUTION
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LS1250-B
Quick Start Guide

ENGLISH

For customer service, please contact customer service hotline 
number or email. The complete user’s guide is available at 
www.euphones.vtech.com.                         

Approval and conformity
This analog telephone DECT complies with the basic requirements contained in the R&TTE Directive 1999/5/EC on ratio equipment and 
telecommunications terminal equipment and is suitable for connection and operation in the member state indicated on the base station and/or packaging.
The declaration of conformity may be viewed at www.euphones.vtech.com.
The CE symbol confirms the conformity of the telephone and the above directive.

4   Settings

1   Connect the base 2   Install the battery 3   Charge the battery

Power adaptor Ten Pao International Ltd. - Model: S003IV0600045, 
Input 100-240V AC 50/60Hz 150mA, Output 6VDC 450mA (EU plug).

Battery AAAx2, Ni-MH, 400mAh

Push

Push

Slide downPlace wall 
anchors at the 
holes, and tap 
them into wall 
with a hammer.

Wall 
anchors

On handset:

 MENu ->  → p/q → Settings 

 SELECT → p/q → Doorbell setup 

 SELECT → /DOORBELL.

In good range:  
Handset displays .

Not in good range:  
Handset flashes  in red. 

1.

2.

3.

•

•

Use a pencil to mark  
2 holes on wall, with the aid 
of wall mount bracket.  

Insert the screws.

5   Install the doorbell battery 6   Find the desirable location for doorbell

7   Test the location for doorbell 8   Adjust the Doorbell angle of doorbell

9   Mount the doorbell on wall

1 2 3 4 5

Tighten the screws

LCD language
 MENu → p/q → Settings 

 SELECT → p/q → LCD language 

 SELECT → p/q →  SELECT

Set date/time
 MENu → p/q → Set date/time 

 SELECT →  (0-9) → SET    → (0-9) 
→ SET

Ringer tone
 MENu → p/q → Ringers 

 SELECT → p/q → Ringer tone 

 SELECT → p/q → SELECT

Ringer volume
 MENu → p/q → Ringers 

 SELECT → Ringer volume 

 SELECT → p/q → SET

1.

2.

3.

1.

2.

1.

2.

3.

1.

2.

3.

Chime tone
 MENu → p/q → Chime 

 SELECT → p/q → Chime tone 

 SELECT → p/q → Handset / Base

 SELECT → p/q → SET

Chime volume
 MENu → p/q → Chime 

 SELECT → Chime volume

 SELECT → p/q → Handset / Base

 SELECT → p/q → SET

Key tone
 MENu → p/q → Settings 

 SELECT → p/q → Key tone 

 SELECT → p/q → SELECT

AutoAnswer 
 MENu → p/q → Settings 

 SELECT → p/q → AutoAnswer  

 SELECT → p/q → On / Off → 
SELECT

 
 
 
 
 
 

1.

2.

3.

4.

1.

2.

3.

4.

1.

2.

3.

1.

2.

3.

Photo log
 MENu → p/q → Photo log 

 SELECT → View → SELECT

Directory
 

-OR- 
 MENu  → Directory → SELECT

CallerIDlog
 

-OR- 
 MENu → p/q → CallerIDlog  → 
SELECT

Rediallist

Callguard
 MENu → p/q → Callguard 

 SELECT → Block list → SELECT 

1.

2.

1.

1.

1.

1.

2.

2 1
To wall 
power 
outlet

To telephone 
wall jack
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View
Right

Angle
Adjustment

View
Left

CAUTION

View
Right

Angle
Adjustment

View
Left

CAUTION


